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ECT Stocks Stainless Steel Vapor Implants with Universal Barb Fitting 

 

 

 

 

*Stainless Steel Universal Barbed Fitting Accepts Tubing ID Sizes .17, .25, and .50-inch. 

*New PRT Solid End to Allow for Anchor Point and Open-Hole Placement. 

*Implants are constructed of double woven stainless steel wire screen. 

*All end fittings are stainless steel.  Custom Lengths Available! 

Accessories: 

Tubing…Teflon, Polyethylene, and Teflon Lined Polyethylene 

Threaded Anchor Points…1-inch, 1 7/8-inch 

Permanent Implants Advantages... 

 Placed through bore after rods have been driven to depth. 
 Designed to fit a wide array of tubing materials and sizes.  
 Can be set at any depth attainable by soil probe (100+ ft. [30 m]).  
 Convenient and inexpensive devices for both long-term soil gas monitoring, air sparging, 

and groundwater sampling.  
 0.0057-in. (0,15 mm) pore screen size.  
 For use with 5/8-in. and 1/2-in. ID rods.  

Permanent Implant Applications    

-- Permanent Soil Gas Monitoring 

-- UST Monitoring 

-- Groundwater Sampling 

-- Air Sparging 

-- Pressure Measurement Points in Vacuum Testing 

--Vapor Extraction Monitoring 
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